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DRAWING No.: VERSION | REVISION | REVISION STATUS
DN600.1B.3BL.1C EN 1 ACTUAL

DN600 BASE, TYPE 1B
!

DN600.1B

The chamber cover type (self-leveling or stationary) and load class
must be selected according to the needs of the project. See
www.evopipes.com for possible chamber cover solutions in the
Products section - Chamber covers, grates and support rings.
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DN600 BASE, TYPE 3BL DN6001B.3;)LF.{1A;/V|NG No.: VEiiION REV!ISION REV'fé?UASLTATUS
DN600 BASE, TYPE 2BT

DN600.3BL

IN270°
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, , DN160, 200, 250 mm
The chamber cover type (self-leveling or stationary) and load - OUTO0° / IN270°

DN600 BASE, TYPE 1BB ‘
! Y DN160, 200, 250 mm

class must be selected according to the needs of the project. See
www.evopipes.com for possible chamber cover solutions in the
Products section - Chamber covers, grates and support rings.
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DRAWING No.: VERSION | REVISION | REVISION STATUS

DN600.1B.3BL.1C EN 1 ACTUAL

DN600 BASE, TYPE 1C
IN (90)°

IN (270)°
OUTO° / IN(90 - 270)°

DN160, 200, 250, 315 mm
IN - requested connection in desirable angle

DN/OD, EN 13476-3

DN600.1C

The chamber cover type (self-leveling or stationary) and load
class must be selected according to the needs of the project. See
www.evopipes.com for possible chamber cover solutions in the
Products section - Chamber covers, grates and support rings.
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