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TECHNICAL DATA SHEET
Elbow UV Conforniy

For smooth-wall pipes
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Elbow from polypropylene (PP) with an integrated sealing ring which grants a hermetic
seal (pressure rating > 0,5 bar). PUR coating increases resistance to UV radiation to 10 years.
Material: Polypropylene (PP)

Colour: grey (other colours available on request).

APPLICATION AREA

Water drainage systems for bridges and overpasses with a direct exposure to sunlight.

PRODUCT DIMENSIONS

DN/OD D C Z1 72 L Angle
[mm] [mm] [mm] [mm] [mm] [mm] [mm]
110 135 60 10 16 60 15
160 184 74 19 17 74 15
200 232 100 19,6 46,8 117 15
250 290,8 123 27 60 144 15
315 361,1 146 33 74 171 15
400 455,3 173 38 96 209 15
110 135 60 18 23 60 30
160 184 73 23 28 82 30 1) 0
200 2285 875 27 39 100 30
250 2908 123 475 80,5 144 30 Y
315 361,1 146 58 99 171 30 /
400 455,3 173 69 127 209 30 |
110 127 61 23 28 64 45 N
160 184 75 33 40 82,5 45 y
200 230 87,1 42 56 102 45
250 29038 123 69 102 144 45 DN/OD
315 361,1 146 85 126 171 45
400 455,3 173 102 160 209 45
110 127 61 47 51 64 90
160 184 75 75 85 82 90
200 229 89 92 105 101,5 90
250 290,8 123 148,5 182 144 90
315 361,1 146 184 225 171 90
Parameter Value
Material PP
Water tightness 0.5 bar
UV radiation resistance 10 years
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Product pictures are provided for informative purposes only.
Proportions and colours of the original production may differ from the pictures.



